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PLATE TYPE FULL TRAVEL ADJUSTABLE 
BUBBLE PACKING MACHINE �Ä�Ä�Ä�ÄAL/PL �È�È�È�ÈAL/AL �Å�Å�Å�Å�

1 Equipped with PLC Control System  

DPP-250 
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Equipped with Touching Press Button 
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Figure 1. Layout of the machine 
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1 Introduction 

DPP-250 Flat Plate Type Full Travel Adjustable Bubble Packing Machine 
(DPP-250 Flat Plate Type Frequency-converting Speed-regulating Plastic 
& Foil Packing Machine) is composed of machine frame (1), forming 
heating unit (20), bubble forming unit (19), hot-sealing unit (15), disjunction 
line impressing and letter stamping unit (11), cutting unit (6), foil feeder 
(14), dragging unit, drive unit, electric automata unit, etc. 
The motion of the main motor is reduced by the three-rings reducer and 
drives the whole machine. The cams control the movements of forming, 
hot-sealing, disjunction line impressing and cutting station to finish the all 
the process. 
During operation, the officinal PVC film is dragged by the manipulator at 
regular intervals and intenerated by the double-plate heater, and then 
formed by the filtered compressed air in the forming mold, and then filled 
capsules, pills, medicine of abnormal shape or other products by automatic 
planet feeder. The aluminum foil is fed automatically at regular intervals to 
enter into the hot-sealing mold and sealed in a grid pattern onto the filled 
bubble film. In succession, disjunction lines are impressed and letters are 
stamped on the sealed film, and then the film is cut into plate and the 
packing possess finished. The machine is characterized by simple 
operation, reasonable structure and credibility of performance. 

2 Main specification  

Cutting Frequency 
20~160Plate/min(AL/PL ) 
20~100Plate/min(AL/AL ) 

Max. forming area 130 x240mm 
Max. forming depth 26mm(AL/PL )  20 mm(AL/AL ) 
Travel adjusting range 40�ü 130 mm 

Width and thickness of PVC, Mulriple 
AL and PTP 

PVC250 x0.05-0.45 mm 
Mulriple AL 250 x0.13 mm 

PTP250 x0.02-0.03 mm 
Power supply 380V 50HZ 

Power 
Main motor 1.5kw, the Hot-sealing 

unit and the others 4.0kw 

Capacity of air compressor �1 0.2m3/min 

Cooling of mold 
Tap water or cycling 

water,60L/H 
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Overall size 2940 x850 x1600 mm 
Size of encasement 3200 x1000 x1800 mm 
Weight 1500kg 

3�Ã�Ã�Ã�ÃDocumentation  

we will provide the following documentation along with the machine. 

Instruction manuals (English) include the following: 

• Operation manual 

• Certification 

• Introduction of temperature-controlling instrument 

• Introduction of Motor drive 

• Change list 

• Wiring diagrams, etc. 

.• VCD 

4:the list of the parts with the machine  

Item No.  Description and size Quantity Note 

1 DPP-250 Flat Type bubble packer 1  

2 Stamp letter 0~9 30 pcs per letter  

3 Stamp letter ‘A-Z’ ‘�������� ‘ ‘��������’ 10pcs per letter  

4 Steel wire brush and bronze wire brush 4 apiece  

5 Trolley 6  

6 �¶ 4x20 roller pin 120  

7 Joint pliers 2  

8 Screwdriver, ‘-‘ and ‘+’ type 1 apiece  

9 Socket screw spanner, 4, 5, 6, 8, 10, 16 mm 1 apiece  

10 Adjustable spanner, 8 and 12 inch 1 apiece  

11 Pressure oiler  2  
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12 Spanner 17--19 1  

13 Sealing, forming station 4  

5: Change list  

   �� ��

Drawing No�������� Name�������� Quantity �������� remark ��������

03-09�� airflow tunnel mould�� 1�� �� ��

03-11�� forming mould�� 1��   

05-09�� sealing mould�� 1��   

05-10�� groove plate�� 1��   

07-11�� cutting unit�� 1��   

 


